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FEATURES
• Flexible - Supports a combination of up to 16 corded and 

cordless tools

• Intuitive - User-friendly 10.5” touch screen provides 
interactive operator guidance

• Compatible - Dual analog/digital controller supports legacy 
models of Cleco tools
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The mPro400 Series Controller delivers unmatched 
flexibility for assembly lines utilizing both corded 
and cordless tools. From simple to complex tightening 
requirements, the mPro400 allows for easy integration into 
any manufacturing environment.
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SPECIFICATIONS
 
TOOL COMPATIBILITY 
NeoTek 30/50/70 SERIES, 
LiveWire, CellCore, CellTek,  
I-Wrench, 18/48/17/47/67  
Series 

WEIGHT & DIMENSIONS 
Weight  13.7 kg / 30.2 lb  
Width  266.7 mm / 10.5 in 
Height  381 mm / 15 in 
Depth  288 mm / 11.34 in 
 

1X NeoTek Tool Connector 
1X 18/48 Series Tool  
  Connector 
2X Fieldbus 
2X Ethernet 
2X Serial RS-232 
3X USB 

2X 24v I/O Connector 
1X TSnet Connector 
1X System Bus Connector 
(ArcNet) 
1X Power Input (Single 
Phase 100–240 VAC ±10%)

1X Compact Flash Card Slot 

mPro400GCD-P 
Primary

GLOBAL CONTROLLER 

INPUTS & OUTPUTS
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TSnet Connector (Out)

System Bus Connector (ArcNet)

Power Supply Connection

Ethernet RJ45 10/100 
BASE-T Connector (2)

USB 2.0 Port (2)

Serial RS232 Connector 

Anybus Module (2)

Serial RS232 Connector 

24V I/O (8 in / 8 out) (2)

Wire Channel

mPro400GCD-P 
Primary

GLOBAL CONTROLLER 

NeoTek 30/50/70 Series  
Tool Connector

18/48 Series  
Tool Connector

USB 2.0 Port Located on Front of Controller


